
PARTS 
 
68” Galvanized Pipe  
Quantity 12 

 
 
 

78” Galvanized Pipe 
Quantity 6 

 
 

52” Galvanized Pipe 
Quantity 6 

 
 

3 Way Corners 
Quantity 6 

 
 
 

4 Way Corners 
Quantity 3 
 
 
 
Nylon Foot Pads Quantity 6 

 
 
 

Mesh Shade Cover 
Quantity 1 

 
 
 

Rain Cover (for temporary use only) 
Quantity 1 
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FRAME ASSEMBLY 

 
Place all corners and pipes on the ground. Push the male end of the 52’ pipe into 
the 68’ pipe. 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 

Connect pipes together starting with the center frame. Then assemble each side. 
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ATTACHING COVER TO FRAME 

 
1. Start by lifting one side of the frame and inserting legs. Push the foot pads on to 
the bottom of each leg. 
2. Drape cover over frame and attach “D” Rings on the legs to the Foot Pads. 
3. Next, lift the other side of the frame and insert remaining legs. Push the foot pads 
on to the bottom of each leg and attach the remaining “D” Rings on the legs to the 
Foot Pads. 

 
NOTE: Loosen the straps on the bottom of the legs when attaching the cover. 
Adjust as needed after the canopy is assembled. 
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ATTACHING COVER TO FRAME 

 
 

3.  Insert remaining legs and finish attaching cover 

 
 
 
 
 
 
 
Rain Cover is for temporary use only. Not 
designed for prolonged exposure to the sun. 
 
 
 
 
 
 
 
 
 
 
 

ANCHORING CANOPY FRAME 
 
Once the legs are inserted, your canopy is a kite waiting to take off until you 
install the canopy anchors! See the following page for canopy anchor 
installation. 
 
 
 

 
 
 
 

to frame 
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